
 

 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 



SPALDING SPECIFICATIONS DATE:  01/01/06 
 
MODEL NUMBER:  438-145 
 
DESCRIPTION:  Volleyball Upright Transporter 
  
GENERAL DIMENSIONS:  The volleyball upright transporter allows a 
volleyball upright to be rolled away after use, helping to avoid excess 
strain on coaches and players.  The transporter is a 3-1/2" (89mm) 
high steel tube with two wheels for transport and a machined 
attachment screw for holding the upright in place. 
 
CONSTRUCTION:   The transporter collar is constructed of 3-1/2" O.D. x 7/32" (89mm x 5.6mm) 
wall steel tubing.  It shall have a 1/2" (13mm) hex nut welded to the tube for the 1/2" (13mm) 
attachment screw to fasten through.  It shall have two 1/4" (6mm) flat steel ears welded to the 
collar for wheel attachment.  The wheels shall be 2-1/2" (63mm) in diameter and shall attach to the 
ears with a carriage bolt and a locking stover nut.  The volleyball upright transporter shall be 
finished with a baked navy powder coat. 
 
SHIPPING INFORMATION: 
 
1 package - 5 lb. (2kg), 9" x 6" x 8" (229mm x 152mm x 203mm), 0.25 CF 

  


